
KRONOS TECHNICAL DATA SHEET

AGRIFORCE PNEUMATIC
KRONOS RANGE

25 products | 16 SAE grades

SAE 5W-30 1 SAE 10W 2

SAE 10W-30 2 SAE 10W-40 2

SAE 15W-40 1 SAE 20W-30 1

SAE 20W-50 1 SAE 75W-90 1

SAE 80W 1 SAE 80W-90 1

SAE 85W-140 1 SAE 30 2

SAE 40 2 SAE 90 1

SAE 140 1 SAE 250 1

SPECIFICATIONS
NSF 21CFR178.3570

Mist Lubricant for Pneumatic Mechanisms of Agri-Food Equipment

Special biodegradable mist-forming lubricant for selected pneumatic mechanisms of agri-food equipment. Its use
is determined by the technical application system; it must not be presented as a general engine or hydraulic
lubricant.

Key Advantages:
Exceptional lubricating action

Maximum fluidity at low temperatures
Demulsifying action
Anti-condensation function

Maximum anti-foam performance

AVAILABLE PACKING

5 L 20 L
208 L 1.000 L
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Typical Characteristics

Properties Unit Method Average values

Colour - Visual BLUE/GREEN

Density at 15°C kg/m³ ASTM D1298 1130

Kinematic viscosity at 40°C cSt ASTM D445 6

Viscosity Index - ASTM D2270 208

Pour Point °C ASTM D97 -38

MODE OF USE

Use in accordance with the recommendations in the user and maintenance manual supplied by the manufacturer.
Store in a cool, dry place, protected from direct sunlight and at temperatures not exceeding 60°C (140°F).

SAFETY AND ENVIRONMENT

Use in accordance with the recommendations provided in the Safety Data Sheet. Additional information on
MSDS.

“Blended with British Traditional
Crafts.”
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